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BALANCED HEAD FAIRLEAD

Type MODEL MC-636
Grooved for Ø48 mm wire rope 
OD sheave Ø36" 
Pitch of the 
sheave 

Ø32" 

D/d ratio 16:1 
Breaking 
strength 

> 1650 kN, with 90 degrees wrap on the sheave and +/
position 

Bearings The sheave and swivel-head rotate on sealed, grease lubricated Timken tapered roller 
bearings. The sheave bearings have been selected to provide a minimu
of 12,500 hours at nominal speed and 2.5 degrees fleet angle

Equipped with The fairlead is fitted with 2 line payout sensors and 2 wrap angle sensors. Each sensor will 
be provided with 2 meters of cable. 
to be provided by others 

Preservation Blast and 3 coat paint system suitable similar to the specification. The system will be 
according to the specification but the products will be the USA
US Silguard MC II; Sigma 7427 US CM Miocoat II; Sigma 7456 US CM Coating II. Top 
color to be #4199 Green 

Mounting The fairlead will be welded to the ship's foundation
Bolts and nuts stainless steel 
Drawing B56317 
Quantity 1 unit 
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BALANCED HEAD FAIRLEAD  

636 - Serial Number 16049 

, with 90 degrees wrap on the sheave and +/- 90 degree pivot from the center 

head rotate on sealed, grease lubricated Timken tapered roller 
bearings. The sheave bearings have been selected to provide a minimum full load lifetime 
of 12,500 hours at nominal speed and 2.5 degrees fleet angle 
The fairlead is fitted with 2 line payout sensors and 2 wrap angle sensors. Each sensor will 
be provided with 2 meters of cable. Junction boxes, additional cables, display units, etc. are 

Blast and 3 coat paint system suitable similar to the specification. The system will be 
according to the specification but the products will be the USA equilevants: Sigma 7551 
US Silguard MC II; Sigma 7427 US CM Miocoat II; Sigma 7456 US CM Coating II. Top 

The fairlead will be welded to the ship's foundation 
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90 degree pivot from the center  

head rotate on sealed, grease lubricated Timken tapered roller 
m full load lifetime 

 

The fairlead is fitted with 2 line payout sensors and 2 wrap angle sensors. Each sensor will 
Junction boxes, additional cables, display units, etc. are 

 

Blast and 3 coat paint system suitable similar to the specification. The system will be 
equilevants: Sigma 7551 

US Silguard MC II; Sigma 7427 US CM Miocoat II; Sigma 7456 US CM Coating II. Top 
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